
Main Technical Specifications

Polar pattern omnidirectional (eMHS1BG) / cardioid (eMLV1)
Frequency response 50 Hz - 16 kHz
Sensitivity -44dB ±3dB (0dB=1V/Pa at 1 kHz)   
Output impedance 390Ω ±30% (at 1 kHz)
Others Phantom Power: 1.5 - 9V
Dimensions / weight eMHS1BG H: 150 mm L: 150 mm W: 80 mm 19 g.
Packing contents eMHS1BG eMHS1BG + anti-pop wind-screen + transport bag
Dimensions / weight eMLV1 H: 40 mm L: 35 mm W: 35 mm 19 g.
Packing contents eMLV1 eMLV1 + anti-pop wind-screen

SOUND SOURCES/

ECLER ESSENTIALS eMHS1BG is a headset condenser mini-microphone in beige colour and with a very light and comfortable format for the user. 
It features a mini-XLR connector, compatible with the eMWE UHF wireless beltpack unit. It includes anti-pop wind-screen cover and transport case.

ECLER ESSENTIALS eMLV1 is a LAVALIER condenser mini-microphone in black colour. It features a mini-XLR connector, compatible with the 
eMWE UHF wireless beltpack unit. It includes an anti-pop wind-screen cover.

ECLER ESSENTIALS eMMX is a mini-XLR male to XLR male adapter, that allows to connect any mini-XLR microphone (like the eMLV1 and eMHS1BG) 
to a standard XLR audio input (mixer, processor, matrix, etc.).
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Applications. Conferencing. Education . TV/radio . Events . Speech 

Key Features. eMHS1BG: omnidirectional polar pattern. eMLV1: cardioid polar pattern. Mini-XLR connector

Accessories. eMMX mini-XLR male to XLR male adapter
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