
 
 
 

 SS-150-USB 
Omni-Directional  
Conference Station 
  
 
Introduction  
The SS-150-USB conference phone is intended for high-quality Internet phone conference, whether through 
USB interface on a PC, or through the headphone jack to serve as a wireless speaker/microphone for a mobile 
phone. Being portable, it comes in elegant design. The pickup direction of microphone can be set in 
accordance with the conference scene, suitable for use in conference hall and small office. SS-150-USB 
product leads the trend in the industry to be equipped with full duplex audio technology, which can be used for 
a two-way, smooth and high-quality communication.  
Besides, SS-150-USB product can be used as an extended microphone and loudspeaker box of the PC and 
mobile phone, by which you can listen to music or make audio recording.  
Main features of SS-150-USB:  
1. Light, classical and elegant, easy to carry.  
2. Firm and compact structural design.  
3. Full duplex new technology, high audio effect.  
4. Supporting Internet call conference on the PC.  
5. Supporting mobile phone conference.  
6. Supporting music playing and audio recording.  
7. Plug-and-play USB interface does not require driver.  
8. Power feeding through USB bus supply, easy and convenient.  
 
 

Technical Specifications: 

Name  SS-150-USB Omni-directional 
microphone   

Product Content  Omni-directional microphone  
Portable bag  
USB cable   
User Manual   

Product Size  15.5cm * 14.8cm * 3.7cm (L * W * H)  
312 g  

Color  Black  
Button 
 

 

Loudspeaker Mute button 
VOL+ Button VOL- Button 
Microphone Pickup Button 
Microphone Mute Button 

Mute indicator of the loudspeaker  When the loudspeaker gives out sound 
normally, the light is off; when the 
loudspeaker is muted, the light is on; 
when the loudspeaker is adjusted to the 
maximum/minimum volume, the light 
will blink for three times  

Mute indicator of the microphone  when the microphone is picking sound 
normally, the light is off; when the 
microphone is muted, the light is on ( all 
microphones will be muted).  



Indicators of the microphones  the light for the working microphone is 
on; the lights for idle microphones are 
off.  
Notes: When USB interface is used, the 
indicator will be blue; when USB 
interface and audio interface are used, the 
indicator will be orange.  

Sound Specifications  AEC Acoustic Echo Canceller  
NR Noise Canceller  
AGC Automatic Gain Controller  
NLP Nonlinear Echo Canceller  
ALC Automatic Level Controller  
EQ Frequency Equalizer  

Hardware Specifications   USB 2.0 Plug and Play   

2.5W (max)  
Operating Voltage: 5 V/500mA   
Omni-directional microphone   

System requirements  Windows 10 Windows 8 Windows 7 
/Windows Vista/Windows XP/Windows 
2000 or Mac OS X  
Instant messaging network software, all 
kinds of video meeting, instant messaging 
network software etc   

 


