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Matrix Switchers   
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KVM Extenders 

Splitters 



As a leading manufacturer in digital video industry, OPHIT has been developing and 
manufacturing our product with cost effectiveness and high quality for 1��years.

We specialize in the production of digital video extension systems with fiber optic 
interface for high speed and long distance transmission. Our wide variety of product line 
������	
��
������
	��
�������
		
��������
�	
�������������	��
��	���
������
	
�����	
��
��
with their purchase.
OPHIT always makes every effort for our customer satisfaction and we will do our best to 
develop the world’s leading technology. 

Video Conference

Broadcasting Medical Display

Monitoring System Home Theater

Digital Signage
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DSP DVI Real EDID 1Ch Fiber Optic Extender 

DSH DVI Real EDID 1Ch Fiber Optic Extender-Pigtail 

CW-DVI DVI Real EDID 1Ch Fiber Optic Extender-Wall plate 

DOL DVI Real EDID 1Ch Fiber Optic Extender 

DSL DVI Self EDID 1Ch Fiber Optic Extender 

DDL DVI Self EDID 4Ch Fiber Optic Extender 

DIL DVI Self EDID 4Ch Fiber Optic Extender-Embedded 

DDI DVI Fiber Optic Cable

DQSP DVI Dual link Real EDID 2Ch Fiber Optic Extender 

DQSL DVI Dual link Real/Self EDID 2Ch Fiber Optic Extender 

DQL DVI Dual link Real/Self EDID 7Ch Fiber Optic Extender 

DMS-H1616 DVI 16x16 Matrix Switcher

MSV Quad Scaler Viewer

DMD-H Series DVI 1x2/1x5 Splitter

FTD Series HDMI 4K 1x2/1x4 Splitter

DAU Multi-Format Converter

DAD-U200 RGB analog to DVI digital Converter

HDA HDMI to RGB analog and Audio Converter

DDAP DVI digital to RGB analog Converter

DDAX DVI digital to RGB analog Converter

DDA DVI digital to RGB analog Converter-Pigtail

HSC HDMI to SDI Converter

SHC SDI to HDMI Converter

CVBX Series Multi-Format Signal to DVI Fiber Converter

Fiber Optic Extenders                                                DVI

FTH HDMI 4K Real EDID 1Ch Fiber Optic Extender 

HSP HDMI Real EDID 1Ch Fiber Optic Extender-Pigtail

FTDS DisplayPort 4K 1Ch Fiber Optic Extender

DPM2 DisplayPort 4K Fiber Optic Cable

Fiber Optic Extenders                                             HDMI

Fiber Optic Extenders                                   DisplayPort

Matrix Switchers

Multi Viewer

Splitters

Converters

OPHIT PRODUCTS

DSK DVI Self EDID 1Ch Fiber Optic Extender 

HDMB2 HDMI 4K Fiber Optic Cable

HDMB HDMI Fiber Optic Cable

DSFP DisplayPort Real EDID 1Ch Fiber Optic Extender-Pigtail

DPM DisplayPort Fiber Optic Cable

UVC-S200 Multi-Format Converter

CSC Multi-Format SDI Converter

VDSC Multi-Format SDI Converter

FTKM 4K KVM Extender over CAT5/6

FTKM-100 4K KVM Extender over fiber

KVM Extender



FIBER OPTIC
EXTENDERS

Fiber Optic Technology for Safety, 
Security and High Performance Reliability 
Fiber optic solutions are ideal for applications that require galvanic isolation and emission-free transmission of A/V signals. 
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Fiber Optic
Extenders

Extenders over Fiber Optic
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Model DSP DSH CW-DVI DOL

Key features

  Real EDID transmission
  Up to WUXGA/1080p at 300m
  1 SC terminated Multi-mode �ber

  Real EDID transmission
  Up to WUXGA/1080p at 300m
  Pigtail type module
  1 SC terminated Multi-mode �ber

  Real EDID transmission
  Up to WUXGA/1080p at 300m
  Wall plate type
  1 SC terminated Multi-mode �ber

  Real EDID transmission
  Up to WUXGA/1080p at 300m
  1 LC terminated Multi-mode �ber

Video interface DVI (Single-link) DVI (Single-link) DVI (Single-link) DVI (Single-link)

Standards DVI 1.0 DVI 1.0 DVI 1.0 DVI 1.0

Video bandwidth (Pixel clock) 225MHz (Single link) 225MHz (Single link) 225MHz (Single link) 225MHz (Single link)

Connector (Transmitter) DVI-D male DVI-D male DVI-D male DVI-D male

Connector (Receiver) DVI-D male DVI-D male DVI-D male DVI-D male

Resolution (Max.)
WUXGA(1920x1200)@60Hz,
1080p@60Hz

WUXGA(1920x1200)@60Hz,
1080p@60Hz

WUXGA(1920x1200)@60Hz,
1080p@60Hz

WUXGA(1920x1200)@60Hz,
1080p@60Hz

EDID transmission Real EDID transmission Real EDID transmission Real EDID transmission Real EDID transmission

HDCP HDCP compliant HDCP compliant HDCP compliant HDCP compliant

Type of �ber Multimode 50/125�m Multimode 50/125�m Multimode 50/125�m Multimode 50/125�m

Number of �ber 1 1 1 1

Type of connector SC connector SC connector SC connector LC connector

Operating distance 300m (1,000ft) 300m (1,000ft) 300m (1,000ft) 300m (1,000ft)

Optical source 850nm VCSEL 850nm VCSEL 850nm VCSEL 850nm VCSEL

O/E converter PIN Photo Diode PIN Photo Diode PIN Photo Diode PIN Photo Diode

Power supply 1 x External power supply for RX 1 x External power supply for RX 2 x External power supply for TX/RX 2 x External power supply for TX/RX

100~240V DC 5V,2A 100~240V DC 5V,2A 100~240V DC 12V,1A 100~240V DC 5V,2A

Power consumtion (Max.) TX 1.3W  / RX 1.1W TX 1.3W  / RX 1.1W TX 3.1W  / RX  3.1W TX 2.5W  / RX  2.0W 

Enclosure type Aluminum Aluminum Metal Aluminum

Enclosure dimensions 60W x 40D x 14H(mm) 300W x 33D x 12H(mm) 70W x 31D x 115H(mm) 82W x 41D x 15H(mm) 

Package dimensions 160W x 140D x 67H(mm) 350W x 177D x 62H(mm) 190W x 130D x 55H(mm) 190W x 130D x 55H(mm)

Warranty 1 year 1 year 1 year 1 year

Certi�cations CE, FCC CE, FCC CE, FCC CE, FCC

Enviroment Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

Model name DSP-TX  DSP Transmitter DSH-TX  DSH Transmitter CW-DVI-TX  CW-DVI Transmitter DOL-TX  DOL Transmitter
DSP-RX  DSP Receiver DSH-RX  DSH Receiver CW-DVI-RX  CW-DVI Receiver DOL-RX  DOL Receiver
DSP-M    DSP TX/RX and PS-M set DSH-M    DSH TX/RX and PS-M set CW-DVI-M    CW-DVI TX/RX set DOL-M    DOL TX/RX and PS-M set

Ordering information

DVI Extenders

Video

Optic Fiber

General

DVI Single link 1ch



Model DSL DSK DDL DIL

Key features

  Self EDID transmission
  Up to WUXGA/1080p at 1000m
  1 SC terminated Multi-mode fiber

  Self EDID transmission
  Up to WUXGA/1080p at 1000m
  Medical certification
  1 SC terminated Multi-mode fiber

  Self EDID transmission
  Up to WUXGA/1080p at 1000m
  Medical certification
  4 LC terminated Multi-mode fiber

  Self EDID transmission
  Up to WUXGA/1080p at 1000m
  Embedded extension module
  4 LC terminated Multi-mode fiber

Video interface DVI (Single-link) DVI (Single-link) DVI (Single-link) DVI (Single-link)

Standards DVI 1.0 DVI 1.0 DVI 1.0 DVI 1.0

Video bandwidth (Pixel clock) 165MHz (Single link) 165MHz (Single link) 165MHz (Single link) 165MHz (Single link)

Connector (Transmitter) DVI-D male DVI-D male DVI-D male Header 20pin

Connector (Receiver) DVI-D male DVI-D male DVI-D male Header 20pin

Resolution (Max.)
WUXGA(1920x1200)@60Hz,
1080p@60Hz

WUXGA(1920x1200)@60Hz,
1080p@60Hz

WUXGA(1920x1200)@60Hz,
1080p@60Hz

WUXGA(1920x1200)@60Hz, 1080p@60Hz

EDID transmission Self EDID transmission Self EDID transmission Self EDID transmission Self EDID transmission

HDCP N/A N/A N/A N/A

Type of fiber Multimode 50/125�m Multimode 50/125�m Multimode 50/125�m Multimode 50/125�m

Number of fiber 1 1 4 4

Type of connector SC connector SC connector LC connector LC connector

Operating distance 1000m (3,300ft) 1000m (3,300ft) 1000m (3,300ft) 1000m (3,300ft)

Optical source 850nm VCSEL 850nm VCSEL 850nm VCSEL 850nm VCSEL

O/E converter PIN Photo Diode PIN Photo Diode PIN Photo Diode PIN Photo Diode

Power supply 1 x External power supply for RX 1 x External power supply for RX 1 x External power supply for RX No External power supply

100~240V DC 5V,2A 100~240V DC 5V,2A 100~240V DC 5V,2A

Power consumtion (Max.) TX 0.8W  / RX  0.6W TX 0.8W  / RX  0.6W TX 0.65W  / RX  1.15W TX 0.9W  / RX  1.2W 

Enclosure type Plastic Aluminum Plastic Plastic

Enclosure dimensions 67W x 40D x 15H(mm) 60W x 40D x 14H(mm) 70W x 40D x 15H(mm) 50W x 31D x 11H(mm) 

Package dimensions 160W x 140D x 67H(mm) 160W x 140D x 67H(mm) 160W x 140D x 67H(mm) 160W x 140D x 67H(mm)

Warranty 1 year 1 year 1 year 1 year

Certifications CE, FCC CE, FCC, UL CE, FCC, UL

Enviroment Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

Model name DSL-TX  DSL Transmitter DSK-TX  DSK Transmitter DDL-TX  DDL Transmitter DIL-TX  DIL Transmitter
DSL-RX  DSL Receiver DSK-RX  DSK Receiver DDL-RX  DDL Receiver DIL-RX  DIL Receiver
DSL-M    DSL TX/RX and PS-M set DSK-M    DSK TX/RX and PS-M set DDL-M    DDL TX/RX and PS-M set DIL-M    DIL TX/RX set

DVI Extenders

DVI Single link 4ch DVI Single link 1ch

www.ophit.com3
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DVI Single link cable DVI Dual link 2ch

DDI DQSP DQSL DQL

  Up to WUXGA/1080p at 100m
  No external power supply

  DVI Dual link extender
  Up to WQXGA(2560x1600) at 300m
  Real EDID transmission
  2 SC terminated Multi-mode fiber

  Dual link extender(2 fiber)
  Up to WQXGA(2560x1600) at 100m
  Real/Self EDID transmission
  2 LC terminated Multi-mode fiber

  Dual link extender(7 fiber)
  Up to WQXGA(2560x1600) at 100m
  Real/Self EDID transmission
  7 LC terminated Multi-mode fiber

DVI (Single-link) DVI (Dual-link) DVI (Dual-link) DVI (Dual-link)

DVI 1.0 DVI 1.0 DVI 1.0 DVI 1.0

165MHz (Single link) 225MHz (Single link) / Dual link 225MHz (Single link) / Dual link 225MHz (Single link) / Dual link

DVI-D male DVI-D male DVI-I female / RJ-45 female for Real EDID DVI-I female / RJ-45 female for Real EDID

DVI-D male DVI-D male DVI-I female / RJ-45 female for Real EDID DVI-I female / RJ-45 female for Real EDID

WUXGA(1920x1200)@60Hz, 1080p@60Hz WQXGA(2560x1600)@60Hz WQXGA(2560x1600)@60Hz WQXGA(2560x1600)@60Hz

Real EDID transmission Real EDID transmission Real EDID / Self EDID transmission Real EDID / Self EDID transmission

HDCP compliant HDCP compliant NA NA

Fiber+Copper Hybrid Multimode 50/125�m Multimode 50/125μm Multimode 50/125μm

1 2 2 7

NA SC connector LC connector LC connector

100m (330ft) 300m (1,000ft) 100m (330ft) 100m (330ft)

850nm VCSEL 850nm VCSEL 850nm VCSEL 850nm VCSEL

PIN Photo Diode PIN Photo Diode PIN Photo Diode PIN Photo Diode

No External power supply 2 x External power supply for TX/RX 2 x External power supply for TX/RX 2 x External power supply for TX/RX

100~240V DC 5V,2A 100~240V DC 5V,2A 100~240V DC 5V,2A

TX 0.85W  / RX  0.85W TX 1.6W  / RX 1.65W 
TX 1.4W(Single link) / 1.9W(Dual link)
RX 1.65W

TX 1.0W(Single link) / 1.4W(Dual link)
RX 2.5W

Metal Aluminum Metal Metal

71W x 40D x 15H(mm) 75W x 50D x 15H(mm) 135W x 85D x 25H(mm) 180W x 90D x 30H(mm) 

190W x 130D x 55H(mm) 240W x 185D x 70H(mm) 315W x 295D x 50H(mm)

1 year 1 year 1 year 1 year

CE, FCC CE, FCC CE, FCC CE, FCC

Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

DDI-AXXX DVI optic fiber cable XXXm DQSP-TX  DQSP Transmitter DQSL-TX  DQSL Transmitter DQL-TX  DQL Transmitter
XXX: length(meter) DQSP-RX  DQSP Receiver DQSL-RX  DQSL Receiver DQL-RX  DQL Receiver
10/15/20/25/30/40/50/60/70/80/90/100m DQSP-M    DQSP TX/RX and PS-M set DQSL-M   DQSL TX/RX and PS-M set DQL-M    DQL TX/RX and PS-M set

DVI Dual link Multi ch

DVI Extenders



www.ophit.com5

Model FTH HSP HDMB2 HDMB

Key features

  Real EDID transmission
  Up to 4K(3840x2160@30Hz)

   at 200m
  1 LC terminated Multi-mode fiber

  Real EDID transmission
  Up to WUXGA/1080p at 300m
  Pigtail type module
  1 SC terminated Multi-mode fiber

  Up to 4K(3840x2160@60Hz) at 40m
  No external power supply

  Up to WUXGA/1080p at 100m

Video interface HDMI HDMI HDMI HDMI

Standards HDMI 1.4 HDMI 1.3a HDMI 2.0 HDMI 1.3a

Video bandwidth (Pixel clock) 340MHz (Single link) 225MHz (Single link) 18.0Gbps 225MHz (Single link)

Connector (Transmitter) HDMI type A female HDMI type A male HDMI type A male HDMI type A male

Connector (Receiver) HDMI type A female HDMI type A male HDMI type A male HDMI type A male

Resolution (Max.) 4K(3840X2160)@30Hz
WUXGA(1920x1200)@60Hz,
1080p@60Hz

4K(3840X2160)@60Hz WUXGA(1920x1200)@60Hz, 1080p@60Hz

EDID transmission Real EDID transmission Real EDID transmission Real EDID transmission Real EDID transmission

HDCP HDCP compliant HDCP compliant HDCP compliant HDCP compliant

Type of fiber Multimode 50/125 m(OM3) Multimode 50/125μm Fiber+Copper Hybrid Fiber+Copper Hybrid

Number of fiber 1 1 1 1

Type of connector SC connector SC connector NA NA

Operating distance 200m (650ft) 300m (1,000ft) 40m (130ft) 100m (330ft)

Optical source 850nm VCSEL 850nm VCSEL 850nm VCSEL 850nm VCSEL

O/E converter PIN Photo Diode PIN Photo Diode PIN Photo Diode PIN Photo Diode

Power supply 2 x External power supply for TX/RX 1 x External power supply for RX No External power supply 1 x External power supply for TX

100~240V DC 5V,2A 100~240V DC 5V,2A 100~240V DC 5V,2A

Power consumtion (Max.) 3.9W TX 1.3W  / RX 1.1W TX 0.8W  / RX 1.05W 

Enclosure type Metal Aluminum Aluminum Metal

Enclosure dimensions 106W x 70D x 23H(mm) 300W x 33D x 12H(mm) 
TX 114W x 25D x 20H(mm)
RX 114W x 25D x 20H(mm)

TX 75W x 25D x 20H(mm)
RX 55W x 25D x 20H(mm)

Package dimensions 242W x 185D x 70H(mm) 350W x 177D x 62H(mm)

Warranty 1 year 1 year 1 year 1 year

Certifications CE, FCC CE, FCC CE, FCC CE, FCC

Enviroment Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

Model name FTH-TX  FTH Transmitter HSP-TX  HSP Transmitter HDMB2-AXXX HDMI optic fiber cable XXXm HDMB-AXXX HDMI optic fiber cable XXXm

FTH-RX  FTH Receiver HSP-RX  HSP Receiver XXX: length(meter) XXX: length(meter)

FTH-M    FTH TX/RX and PS-M set HSP-M   HSP TX/RX set 10/15/20/25/30/40m 10/15/20/25/30/40/50/60/70/80/90/100m

HDMI Extenders

Ordering information

Video

Optic Fiber

General

HDMI cableHDMI 1ch



FTDS DSFP DPM2 DPM

  Real EDID transmission
  Up to 4K(3840x2160@60Hz) at 200m
  1 SC terminated Multi-mode fiber

  Real EDID transmission
  Up to WQXGA(2560x1600) at 300m
  Pigtail type module
  1 SC terminated Multi-mode fiber

  Up to 4K(3840x2160@60Hz)  at 40m
  No external power supply

  Up to WQXGA(2560x1600) at 65m
  No external power supply

DisplayPort DisplayPort DisplayPort DisplayPort

DisplayPort 1.2 DisplayPort 1.1a DisplayPort 1.2 DisplayPort 1.1a

21.6Gbps 10.8Gbps 21.6Gbps 10.8Gbps

DisplayPort 20pin male DisplayPort 20pin male DisplayPort 20pin male DisplayPort 20pin male

DisplayPort 20pin male DisplayPort 20pin male DisplayPort 20pin male DisplayPort 20pin male

4K(3840X2160)@60Hz WQXGA(2560x1600)@60Hz 4K(3840X2160)@60Hz WQXGA(2560x1600)@60Hz

Real EDID transmission Real EDID transmission Real EDID transmission Real EDID transmission

DPCP compliant DPCP compliant DPCP compliant DPCP compliant

Multimode 50/125 m(OM3) Multimode 50/125μm Fiber+Copper Hybrid Fiber+Copper Hybrid

1 1 1 1

SC connector SC connector NA NA

200m (650ft) 300m (1,000ft) 40m (130ft) 65m (215ft)

850nm VCSEL 850nm VCSEL 850nm VCSEL 850nm VCSEL

PIN Photo Diode PIN Photo Diode PIN Photo Diode PIN Photo Diode

2 x External power supply for TX/RX 2 x External power supply for TX/RX No external power supply No external power supply

100~240V DC 5V,2A 100~240V DC 5V,2A

TX 1.3W  / RX 1.3W TX 0.92W  / RX 1.05W TX 0.8W  / RX 1.05W 

Metal Aluminum Aluminum Aluminum

82W x 47D x 23H(mm) 300W x 33D x 12H(mm) 
TX 114W x 25D x 20H(mm)
RX 114W x 25D x 20H(mm)

TX 75W x 25D x 20H(mm)
RX 55W x 25D x 20H(mm)

350W x 177D x 62H(mm) 

1 year 1 year 1 year 1 year

CE, FCC CE, FCC CE, FCC CE, FCC

Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

FTDS-TX  FTDS Transmitter DSFP-TX  DSFP Transmitter DPM2-AXXX DisplayPort optic fiber cable XXXm DPM-AXXX DisplayPort optic fiber cable XXXm

FTDS-RX  FTDS Receiver DSFP-RX  DSFP Receiver XXX: length(meter) XXX: length(meter)

FTDS-M    FTDS TX/RX and PS-M set DSFP-M   DSFP TX/RX set 10/15/20/25/30/40m 10/15/20/25/30/40/50/60/65m

DisplayPort cable

DisplayPort Extenders

DisplayPort 1ch

www.ophit.com 6
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Matrix Switcher

DVI Modular Matrix Switchers 16x16

Easy Settings and Controls
Matrix switchers are ideal for use in environments where there 
are multiple signals that need to be routed to multiple displays, 
such as corporate boardrooms, command and control centers, 
classrooms, home theaters, and video conference rooms. Each 
Ophit DVI matrix switcher has the features and capability to 
handle different extension technologies. Also, by simply swapping
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sources and displays can easily be integrated by adding a modular 
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route any of the inputs to any of the outputs via the Ethernet, RS-232
or front panel controls.  

Fiber I/O CardsApplications

DMS-H1616 DSL-TX/RX
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modular I/O cards, Each card features two  
independent channels with SC connectors. The 
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extension modules, located at the signal sources  
and the destination displays. 

DMS-H1616

DMS-H1616



DVI Matrix Switchers

16x16

Model DMS-H1616

Key features

  I/O size from 2x2 up to 16x16
  Field-upgradable modular design
  Support DVI Copper and Fiber modular I/O cards
  Up to WUXGA(1920x1200)@60Hz, 1080p@60Hz
  EDID parameter of the monitor can be preset or default
  Embedded test pattern generator
  RS-232, Web control
  I/O cards monitoring indicator
  HDCP compliant

Number/type of Connector 2xDVI-D via DVI-I female connector(digital only)
Video bandwidth (Pixel clock) Up to 225MHz (Single link)
Resolution range Up to WUXGA(1920x1200)@60Hz, 1080p@60Hz

Number/type of Connector 2xDVI-D via DVI-I female connector(digital only)
Video bandwidth (Pixel clock) Up to 225MHz (Single link)
Resolution range Up to WUXGA(1920x1200)@60Hz, 1080p@60Hz

Type of fiber Multimode 50/125 m glass fiber
Number/type of Connector 2xSC
Compatible with DSL-TX, DSK-TX
Operating distance (Max.) 1,000m (3,300ft)

Type of fiber Multimode 50/125 m glass fiber
Number/type of Connector 2xSC
Compatible with DSL-RX, DSK-RX
Operating distance (Max.) 1,000m (3,300ft)

Control
Serial control via RS-232 9pin female (115200 baud rate)
Web base control via Ethernet TCP/IP 10/100 base TX, RJ-45 female

Monitoring DVI output 1xMonitoring DVI output port for test pattern generator

Power 100~240V AC 50~60Hz
Enclosure type Metal
Enclosure dimensions 4U, 19” rack-mountable
Package dimensions 525W x 455D x 285H(mm)
Warranty 1 year
Certifications UL, CE, FCC
Enviroment Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C

Model name DMS-H1616  DVI 16x16 Matrix switcher frame
DMS-H1616-CI  2CH Copper Input card
DMS-H1616-CO  2CH Copper Output card
DMS-H1616-FI  2CH Fiber Input card
DMS-H1616-FO  2CH Fiber Output card

Ordering information

DVI Copper Input

DVI Fiber Input

General

DVI Fiber Output

Control

DVI Copper Output

Monitoring

www.ophit.com 8
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Multi Viewer

Multi Format Quad Scaler Viewer
MSV is an ideal solution for applications where up to four video signals must be displayed on a single display. MSV allows you to 
manipulate the size and position of images on your output display device, and also allows you to control many functions such as 
pan and zoom, brightness and overlay etc. The embedded scaler converts signals from an input source to match user-selectable 
��	��	��		
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by avoiding purchase of unnecessary hardware.

Controls

Scaler DVI In/Out

Modular type I/O cards

Output DVI signal scaling 
up to WUXGA/1080p

Ethernet MSV Managing program
Wi-Fi (Android Application)
RS-232
Front Button

Supports DVI Video inputs/output cards

ram
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Multi-format Quad Scaler Viewer

Model MSV

Key features

  4 modular card type inputs : DVI
  1 modular card type output : DVI
  1 selectable audio output among 4 aduio inputs
  Each input is resized and positioned anywhere on the screen
  Output resolution scaled up to WUXGA(1920x1200),1080p
  Input resolution up to WUXGA(1920x1200)
  Seamless video switching
  Front panel button
  Up to 4 user programed presets
  Pan&Zoom, overlay
  Window titles, borders
  RS-232 serial, Ethernet, Front panel button control
  Front panel lockout
  Support 6 color user selectable background
  1U 19" Rack-mountable metal enclosure

Number/type of Connector 1~4 x DVI-D via DVI-I female connector(digital only)
Video bandwidth (Pixel clock) 165MHz (Single link)
Resolution range 480i/p~1080p,WUXGA

Number/type of Connector 1 x DVI-D via DVI-I female connector(digital only)
Video bandwidth (Pixel clock) 165MHz (Single link)
Resolution range 480p,720p,1080p,XGA,SXGA,UXGA,WUXGA

Control

Serial control via RS-232 9pin female (115200 baud rate)
Web base control via Ethernet TCP/IP 10/100 base TX, RJ-45 female (Proprietary GUI software based on Windows XP,7,8)
Front panel button control (OSD)
WiFi(Android application)

Power suppy 100~240V DC 12V,3.33A
Enclosure type Metal
Enclosure dimensions 1U, 19” rack-mountable
Package dimensions 518W x 374D x 118H(mm) 
Warranty 1 year
Certifications CE, FCC
Enviroment Operating temperature range: 0°C~40°C

Storage temperature range: -20°C~60°C

Model name MSV……………………...……. Quad scaler viewer frame
MSV DVI IC…………..…..…..  Quad scaler viewer DVI Input card
MSV DVI OC………………....  Quad scaler viewer DVI Output card

Ordering information

DVI Input

DVI Output

General

Control

<MSV GUI Software> 

<Android Application> 
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Splitters

DVI/HDMI Splitters

Model DMD-H102 (1x2) DMD-H105 (1x5) FTD-102 (1x2) FTD-104 (1x4)

Signal type/Connectors 1xDVI-D via DVI-I female connector 1xDVI-D via DVI-I female connector 1xHDMI via type A female connector 1xHDMI via type A female connector

Video bandwidth (Pixel clock) 165MHz (Single link) 165MHz (Single link) 340MHz (Single link) 340MHz (Single link)

Resolution range Up to WUXGA/1080p Up to WUXGA/1080p Up to 4K(3840x2160@30Hz) Up to 4K(3840x2160@30Hz)

Signal type/Connectors 2xDVI-D via DVI-I female connector 5xDVI-D via DVI-I female connector 2xHDMI via type A female connector 4xHDMI via type A female connector

Video bandwidth (Pixel clock) 165MHz (Single link) 165MHz (Single link) 340MHz (Single link) 340MHz (Single link)

Resolution range Up to WUXGA/1080p Up to WUXGA/1080p Up to 4K(3840x2160@30Hz) Up to 4K(3840x2160@30Hz)

Power supply 1 x External power supply 1 x External power supply 1 x External power supply 1 x External power supply

100~240V DC 5V,2A 100~240V DC 5V,2A 100~240V DC 12V,1A 100~240V DC 12V,1A

Power consumtion (Max.) 3W 5W 5.1W 6.3W

Enclosure type Metal Metal Metal Metal

Enclosure dimensions 175W x 100D x25H(mm) 300W x 120D x25H(mm) 180W x 95D x30H(mm) 180W x 95D x30H(mm) 

Package dimensions 291W x 152D x 40H(mm) 453W x 178D x 37H(mm) 291W x 152D x 40H(mm) 291W x 152D x 40H(mm)

Warranty 1 year 1 year 1 year 1 year

Certi�cations CE, FCC CE, FCC CE, FCC CE, FCC

Enviroment Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

Splitters

Video Input

Video Output

General

DVI Splitter HDMI Splitter
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RGB to DVI Converter DAD-U200
DVI to RGB Converter DDAP 

HDMI to RGB and Audio Converter HDA  

DVI to RGB Converter DDAX 
DVI to RGB Converter Pigtail type DDA HDMI to SHC Converter HSC

SHC to HDMI Converter SHC  SDI to DVI Optic Fiber Converter CVBXB-SDI

 S-Video to DVI Optic Fiber Converter CVBXB-SVID
 RGB to DVI Optic Fiber Converter CVBXB-VGA
 DVI to DVI Optic Fiber Converter CVBXB-DVI

AD/DA Converters HDMI-SDI Converters CVBXB Series CVBXW Series

 DVI to DVI Optic Fiber Converter CVBXW-DVI
 RGB to DVI Optic Fiber Converter CVBXW-VGA

 S-Video to DVI Optic Fiber Converter CVBXW-SVID
 SDI to DVI Optic Fiber Converter CVBXW-SDI

 * Wall plate type converters

Multi Format Converters

Mini Converters

 * Box type converters



Model DAU UVC-S200

Key features

 DVI,RGB,S-Video,Composite converting to DVI
 RS-232 and OSD control
 Auto and manual input signal selecting
 6 different DVI output resolution setting
 Aspect ratio control
 Support PIP for 2 inputs

 HDMI converting to DVI,RGB,SDI,
   Composite (RCA and BNC)
 HDMI input isolation
 6 different cropping position

Signal type/Connectors

1xDVI-D via DVI-I female connector
1xRGB via D-sub 15pin female connector
1xS-Video via 4pin DIN female connector
1xComposite Video via RCA female connector

1xHDMI via type A female connector

Video bandwidth (Pixel clock) 165MHz(Single link) 165MHz(Single link)

Resolution range
DVI-D: VGA~WUXGA
RGB Analog: VGA~WUXGA
S-Video&Composite Video: NTSC/PAL/SECAM

XGA(1024x768)@50/60Hz
SXGA(1280x1024)@50/60Hz
1080p(1920 x 1080)@50/60Hz

Signal type/Connectors 1xDVI-D via DVI-I female connector

1xDVI-D via DVI-I female connector
1xRGB via D-sub 15pin female connector
1xS-Video via 4pin DIN female connector
1xComposite video via RCA female connector
1xComposite video via 75 BNC female connector

Video bandwidth (Pixel clock) 165MHz(Single link) 165MHz(Single link)

Resolution range
6 user selectable resolution using OSD menu:
WUXGA,UXGA,SXGA,XGA,1080p,720p

DVI-D&RGB Analog:
  XGA(1024x768)@50/60Hz
  SXGA(1280x1024)@50/60Hz
  1080p(1920 x 1080)@50/60Hz
Composite Video&S-Video: NTSC/PAL

Control
Serial control via RS-232 9pin female
7 language OSD menu (ENG/ITA/GER/ESP/FRA/JPN/KOR)

DIP Switch: Selecting between Input signals
                   Selecting between 6 cropping positions for S-Video,Composite outputs

1 x External power supply 1 x External power supply

100~240V DC 12V,5A 100~240V DC 12V,3.33A

Power consumtion (Max.) 9W 23W

Enclosure type Metal Metal

Enclosure dimensions 175W x 220D x43H(mm) 240W x 285D x44H(mm) 

Package dimensions 302W x 310D x 62H(mm) 390W x 325D x 92H(mm) 

Warranty 1 year 1 year

Certifications CE, FCC CE, FCC. UL, CB

Enviroment Operating temperature range: 0°C~50°C Operating temperature range: 0°C~38°C

Storage temperature range: -20°C~70°C Storage temperature range: -10°C~70°C 

Power supply

Multi-format Converters

Video Input

Video Output

General

Multi-format signal In/out

Control

www.ophit.com13



CSC VDSC

 NTSC/PAL-M/PAL-60/PAL-BDGHI/PAL-N converting to SDI
 Signal input port is selectable between CVBS and S-Video
 Scale mode is selectable between Aspect and Fill (by pass mode is not available)
 Input video format is scaled to SMPTE standard resolution
 Output resolution is selectable among pass through, 720P, 1080i, 1080P
 Selected output resolution information memory function

 D-sub, DVI converting to SDI
 Signal input port is selectable between D-sub and DVI
 Scale mode is selectable between Aspect and Fill (by pass mode is not available)
 Input video format is scaled to SMPTE standard resolution
 Output resolution is selectable among 480i, 576i, 720P, 1080i, 1080P
 Selected output resolution information memory function

1xS-Video via 4pin DIN female connector
1xComposite Video via RCA female connector

1xDVI-D via DVI-I female connector
1xRGB via D-sub 15pin female connector

165MHz(Single link) 165MHz(Single link)

NTSC-M, NTSC-J, NTSC-443, PAL-M, PAL-60, PAL-B,D,G,H,I, PAL-N, PAL-Nc DVI-D: VGA~1080p
RGB Analog: VGA~1080p

2xSDI via 75 BNC female connector 2xSDI via 75 BNC female connector

165MHz(Single link) 165MHz(Single link)

By Pass
720p@50/60Hz
1080i@50/60Hz
1080p@50/60Hz

480i, 576i,
720p@50/60Hz
1080i@50/60Hz
1080p@50/60Hz

Switch1: Selecting between input signals(Composite and S-Video)
Switch2: Selecting between output scale mode(Aspect and Fill)
Button: Selecting between output resolutions(by pass, 720p, 1080i, 1080p)

Switch1: Selecting between input signals(D-sub and DVI)
Switch2: Selecting between D-sub input formats(Ypbpr and RGB)
Switch3: Selecting between output scale mode(Aspect and Fill)
Button: Selecting between output resolutions(SD, 720p, 1080i, 1080p)

1 x External power supply 1 x External power supply

100~240V DC 12V,3.33A 100~240V DC 12V,3.33A

4.8W 5.28W

Metal Metal

165W x 138D x 32H(mm) 165W x 138D x 32H(mm)

1 year 1 year

CE, FCC CE, FCC

Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

Multi-format Converters

Multi-format signal In/out

www.ophit.com 14



Fiber Converter

Model HSC SHC CVBXB series / CVBXW series

Key features

 HDMI converting to SDI
 Up to 1080p
 Support 2 SDI output port

 SDI converting to HDMI
 Up to 1080p
 Pass through 1 SDI output port

 DVI: DVI converting to DVI Fiber
 VGA: VGA converting to DVI Fiber
 SVID: S-Video converting to DVI Fiber
 SDI: SDI converting to DVI Fiber
 Works cooperatively with DSL receiver
 Up to WUXGA/1080p@1,000m

Video Input

Signal type/Connectors 1xHDMI via type A female 1xSDI via 75 BNC female

 DVI: 1xDVI-D via DVI-I female
 VGA: 1xRGB via D-sub 15pin female
 SVID: 1xS-Video via 75 BNC female

            1xS-Video via 4pin DIN female
 SDI: 1xSDI via 75 BNC female

Video bandwidth (Pixel clock) 165MHz(Single link) 165MHz(Single link) 165MHz(Single link)

Resolution range

480i@60Hz,720p@50/59.94/60Hz,
1080i@50/59.94/60Hz,
1080p@23.98/24/25/29.97/
             30/50/59.94@60Hz

525i,625i,720p@50/59.94/60Hz,
1080i@50/59.94/60Hz,
1080p@23.98/24/25/29.97/
             30/50/59.94@60Hz

Up to WUXGA(1920x1200)@60Hz

Video Output

Signal type/Connectors 2xSDI via 75 BNC female
1xHDMI via type A female
1xSDI via 75 BNC female

1xDVI-D via DVI-I female(CVBXB only)
1xSC connector

Video bandwidth (Pixel clock) 165MHz(Single link) 165MHz(Single link) 165MHz(Single link)

Resolution range

480i@60Hz,720p@50/59.94/60Hz,
1080i@50/59.94/60Hz,
1080p@23.98/24/25/29.97/
             30/50/59.94@60Hz

480i@60Hz,720p@50/59.94/60Hz,
1080i@50/59.94/60Hz,
1080p@23.98/24/25/29.97/
             30/50/59.94@60Hz

Up to WUXGA(1920x1200)@60Hz

Control N/A N/A N/A

General

Power supply 1 x External power supply 1 x External power supply 1 x External power supply

100~240V DC 12V,1A 100~240V DC 12V,1A 100~240V DC 12V,1.5A

Power consumtion (Max.) 2.52W 2.4W DVI:1.9W/VGA:2.8W/S-Video:4.5W/SDI:2.6W

Enclosure type Metal Metal Metal

Enclosure dimensions 100W x 85D x25H(mm) 100W x 85D x25H(mm) 
CVBXB: 100W x 116D x 21H (mm)
CVBXW: 115W x 70D x 90H (mm)

Package dimensions 242W x 185D x 70H(mm) 242W x 185D x 70H(mm) 242W x 185D x 70H(mm) 

Warranty 1 year 1 year 1 year

Certifications CE, FCC CE, FCC CE, FCC

Enviroment Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

Control

Mini Converters

HDMI-SDI Converter

www.ophit.com15
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AD Converter

DAD-U200 HDA DDAP DDAX DDA

 RGB Analog converting to DVI Digital
 4 different EDID setting
 Select switch between RGB

   input formats(RGB/YPbPr)
 Pass through 1 D-sub output port

 HDMI Digital converting to RGB Analog
  and Audio
 Up to 1080p
 EDID setting DIP switch
 Compact size enclosure
 Stereo/Mono Audio output

 DVI Digital converting to RGB Analog
 Up to WUXGA, 1080p
 EDID setting DIP switch
 Compact size enclosure

 DVI Digital converting to RGB Analog
 Up to WUXGA, 1080p
 Pass through 1 DVI output port

 DVI Digital converting to RGB Analog
 Up to WUXGA, 1080p
 Pigtail conversion cable

1xRGB via D-sub 15pin female connector 1xHDMI via type A female connector 1xDVI-D via DVI-I female connector 1xDVI-D via DVI-I female connector 1xDVI-D via DVI-I female connector

165MHz(Single link) 165MHz(Single link) 165MHz(Single link) 225MHz(Single link) 165MHz(Single link)

RGB Mode: Max 1920x1200@60Hz
YPbPr Mode : Max 1080p@60Hz

Up to 1080p(1920x1080)@60H Up to WUXGA(1920x1200)@60H Up to WUXGA(1920x1200)@60H Up to WUXGA(1920x1200)@60H

1xDVI-D via DVI-I female connector
1xRGB via D-sub 15pin female connector
(Pass through)

1xRGB via D-sub 15pin female connector
1xMini audio jack female connector

1xDVI-D via DVI-I female connector
1xRGB via D-sub 15pin female connector
1xDVI-D via DVI-I female connector
(Pass through)

1xRGB via D-sub 15pin female
connector

165MHz(Single link) 165MHz(Single link) 165MHz(Single link) 225MHz(Single link) 165MHz(Single link)

RGB Analog - RGBVGA~WUXGA,1080p
                   - YPbPr: 480p@60Hz,576p@60Hz,
                     720p@60Hz,1080i@60Hz
DVI - RGB: VGA~WUXGA,1080p
       - YPbPr: 480p@60Hz,576p@60Hz,
         720p@60Hz,1080i@60Hz, 1080p@60Hz

Up to 1080p(1920x1080)@60H Up to WUXGA(1920x1200)@60H Up to WUXGA(1920x1200)@60H Up to WUXGA(1920x1200)@60H

Button control:
-Hsync&Vsync adjustment for input signal
-Selecting between 4 different EDID
 (WUXGA,UXGA,SXGA,1080p)

N/A N/A N/A N/A

1 x External power supply 1 x External power supply 1 x External power supply 1 x External power supply No External power supply

100~240V DC 5V,2A 100~240V DC 5V,2A 100~240V DC 5V,2A 100~240V DC 5V,2A

3.5W 2.97W 1.98W 3.5W 1.8W

Metal Metal Metal Metal Metal

160W x 110D x25H(mm) 77W x 46D x21H(mm) 77W x 46D x21H(mm) 110W x 100D x 25H(mm) 350mm

242W x 185D x 70H(mm) 160W x 140D x 65H(mm) 160W x 140D x 65H(mm) 242W x 185D x 70H(mm) 160W x 140D x 65H(mm) 

1 year 1 year 1 year 1 year 1 year

CE, FCC CE, FCC CE, FCC CE CE, FCC

Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C

Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

Mini Converters

DA Converters



4K KVM Extender over CAT5/6 4K KVM Extender over fiber

Model FTKM FTKM-100

Key features

 Extends HDMI, USB, Audio and RS-232C over one CAT5e/CAT6 cable
 Up to 4K(3840X2160@30Hz) at 100m
 Remote control: RS-232C x 1, Audio x 1(Speaker, Microphone)
 Very low latency (<10ms)
 Support USB 2.0

- TX: USB A type x 1
- RX: USB A type x 3 (Keyboard, Mouse, USB flash memory)

 Extends HDMI, USB, Audio and RS-232C over 2 strands of optic fiber
 Up to 4K(3840X2160@30Hz) at 300m
 Remote control: RS-232C x 1, Audio x 1(Speaker, Microphone)
 Very low latency (<10ms)
 Support USB 2.0

- TX: USB A type x 1
- RX: USB A type x 3 (Keyboard, Mouse, USB flash memory)

Trasmitter

Signal type/Connectors

1xHDMI via type A female, 1xLoop out HDMI via type A female
1xUSB2.0 type A female
1xMIC, 1xLine out
1xRS-232 9pin female
1xRJ45 female

1xHDMI via type A female, 1xLoop out HDMI via type A female
1xUSB2.0 type A female
1xMIC, 1xLine out
1xRS-232 9pin female
2xLC female

Video bandwidth (Pixel clock) 297MHz 297MHz

Resolution range Up to 4K(3840x2160@30Hz) Up to 4K(3840x2160@30Hz)

Receiver

Signal type/Connectors

1xHDMI via type A female
3xUSB2.0 type A female
1xAudio, 1xLine out
1xRS-232 9pin female
1xRJ45 female

1xHDMI via type A female
3xUSB2.0 type A female
1xAudio, 1xLine out
1xRS-232 9pin female
2xLC female

Video bandwidth (Pixel clock) 297MHz 297MHz

Resolution range Up to 4K(3840x2160@30Hz) Up to 4K(3840x2160@30Hz)

Type of fiber N/A Multimode 50/125�m OM3

Number of fiber N/A 2

Type of connector N/A LC connector

Operating distance N/A 300m (1,000ft)

Optical source N/A 850nm VCSEL

O/E converter N/A PIN Photo Diode

General

Power supply 1 x External power supply 1 x External power supply

100~240V DC 12V,3.33A 100~240V DC 12V,3.33A

Power consumtion (Max.) 7.5W 13W

Enclosure type Metal Metal

Enclosure dimensions
TX: 205W x 103D x 30H(mm)
RX: 205W x 103D x 30H(mm)

TX: 205W x 103D x 30H(mm)
RX: 205W x 103D x 30H(mm)

Package dimensions

Warranty 1 year 1 year

Certifications CE, FCC CE, FCC

Enviroment Operating temperature range: 0°C~50°C Operating temperature range: 0°C~50°C
Storage temperature range: -20°C~70°C Storage temperature range: -20°C~70°C

KVM Extenders

Optic Fiber

www.ophit.com17
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