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VC500 Endpoint Specification

Module Features

Camera Features

Video Features

Microphone

Physical
Connections

Video Resolution

Zoom

Frame rate

Compatible Cloud

Horizontal field of view

Video call quality

H.265/HEVC

Bandwidth requirement

Video packet loss recovery

Local HD recording to USB flash drive

Microphone Model

Voice pickup distance

Screen

3-microphone array

Speaker

Expansion microphones

Noise Proof technology

VCH/Phone port

Network interface

Power adapter

Video output

Video input for content

USB interface

1080P, 720P, 540P, 360P, 4CIF, CIF  

Audio Codec Opus (8-48kHz), G.722.1C, G.722.1, G.722, G.711 (PCMU/PCMA)  

Yealink Meeting Server, Yealink Cloud Management Service, Pexip, Mind, Zoom, BlueJeans

Network & Security

TCP/IP

Communication protocols

Traversal features

Encryption

Up to 1080p60fps

�‹

1080P from 512kbps in H.265

VC500-Phone-Wired

5X optical

60 FPS

83°

30%

CP960 conference Phone

20ft / 6 meters

Harman speaker

�‹

�‹

1 x HDMI &

1 x Mini Display Port

2 x HDMI

1 x RJ45

1 x 10/100/1000M Ethernet

48V/0.7A

2 x USB2.0 in VC500 codec

1 x USB2.0 in VCH50 cable hub

2 x USB2.0 in CP960 phone

IPv4 and IPv6

H.323 / SIP

ICE/TURN/STUN/NAT/H.460

SRTP/TLS/H.235/AES 128-bit

5 inches touchscreen (1280*720)

�‹

2 x wired Microphones

Up to 1080p30fps

x

1080P from 1Mbps in H.264HP

VC500-Wireless Micpod

5X optical

30 FPS

83°

30%

2 x wireless microphones

10ft / 3 meters (each mic)

x

�‹

�‹

1 x HDMI &

1 x Mini Display Port

2 x HDMI

1 x RJ45

1 x 10/100/1000M Ethernet

48V/0.7A

2 x USB2.0 in VC500 codec

1 x USB2.0 in VCH50 cable hub

IPv4 and IPv6

H.323 / SIP

ICE/TURN/STUN/NAT/H.460

SRTP/TLS/H.235/AES 128-bit

x

x

x


